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Double Pantry Single Hole Deck & 4" Deck Mount Pre-Rinse Units
• A 3-ply, 400 PSI test hose 
	 -	210˚F/99˚C	rated 
 - Stainless steel outer jacket 
 - Stainless steel collars for added durability

• Integral spring check valves to prevent 
 cross-flow of hot and cold water

• Standard with 44" hose

• Standard with PRP14 Spray Head

• Ceramic cartridges

• 12" Wall Bracket supplied - cut to size for installation

PRE-RINSE UNITSPR1DDH

PR4DDH

Model Name Description Weight 
(lbs)

PR1DDH

Single 
Hole Deck 

Mount 
Pre-Rinse 

Unit

Pre-Rinse Faucet Assembly, Deck 
Mount, single hole, Double Pantry, 44" 

hose assembly with stainless steel 
outer jacket & collars, (1) PRP14 spray 
head, integral spring check valves, 12" 
wall bracket, (2) 1/2" NPT female inlets, 

brass construction with polished 
chrome finish, NSF and cUPC Approved

15

PR4DDH

Single 
Hole 

Deck and 
4" Deck 
Mount 

Pre-Rinse 
Unit

Pre-Rinse Faucet Assembly, Deck 
Mount, 4" On Center, Double Pantry, 

44" hose assembly with stainless steel 
outer jacket & collars, (1) PRP14 spray 
head, integral spring check valves, 12" 
wall bracket, (2) 1/2" NPT female inlets, 

brass construction with polished 
chrome finish, NSF and cUPC Approved

15

Height: 40"


